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GROUND PROXIMITY WARNING SYSTEMS 
CERTIFICATION BY LICENSED AIRCRAFT 
MAINTENANCE ENGINEERS 


The carriage of Ground Proximity Warning Systems 
(GPWS) will become mandatory on certain types of aircraft 
from Ist January, 1977. 


In considering the certification authority of licensed 
aircraft engineers in respect of such systems in relation to 
Articles 9 and 11 of the Air Navigation Order relating to the 
issue of Certificates of Maintenance and Certificates of Com- 
pliance respectively, the CAA has decided that this authority 
shall be covered by specific endorsement of certain Categories 
of Aircraft Maintenance Engineers’ Licence. 


The certification privileges associated with the endorsement 

for GPWS are restricted in accordance with (a) and (b). 

(a) The certification of radio altimeters and glide slope receivers 
is not included. . 

(b) Where the barometric height rate is derived directly from 
an air data computer or similar equipment certification in 
respect of that equipment is excluded. However, certification 
in respect of equipment installed specifically to generate a 
barometric height rate signal for the GPWS is covered by 
the endorsement. 

Particular attention is drawn to para. 1.8 of Airworthiness 

Notice No. 3. 


NOTE: The endorsement for GPWS does not permit the holder, under auth- 
ority of his licence, to certify GPWS installed in aircraft listed in para. 14 
of Notice No. 10. 


Applicants for a GPWS endorsement shall hold a valid 
Aircraft Maintenance Engineers’ Licence appropriately type 
rated in at least one of the Categories shown in the paragraphs 
of Notice No. 10, Issue 8 or Issue 7, as amended by Notice 
No. 46, as follows :— 

Category ‘X’ Instruments, paragraphs 8.1, 8.2, 8.3, 8.4. 
Category ‘X’ Electrical, paragraphs 9.1, 9.2, 9.3, 9.4. 
Category ‘X’ Miulti-Category, any sub-paragraph of 
paragraph 10. 

Category ‘R’ Radio, paragraph 12.2. 
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The CAA reserves the right to examine applicants on their 
knowledge of the system prior to endorsement of the licence. 
The decision as to whether an examination will be conducted 
will normally be based upon the degree of complexity of the 
aircraft systems for which the engineer is currently licensed. 


Application, accompanied by-a Schedule of Work related 
to work carried out or participated in on GPWS, should be 
made on the CAA Form AD302. The fee of £5-00 should also 
accompany the application. 


Applicants for any one of the Type Ratings on which an 
endorsement for GPWS may be obtained, should indicate if 
they are seeking such an endorsement simultaneously with the 
Type Rating, and should submit a Schedule of Work accordingly. 


The oral examination for the GPWS endorsement, where 
applicable, will be such as to establish that the applicant displays 
a satisfactory standard in the following :— 

(a) A detailed knowledge of the typical operation, inspection, 
maintenance and functioning of a Ground Proximity 
Warning System. 

(b) A detailed knowledge of the application and limitations of 
any applicable test equipment. 


for the Civil Aviation Authority. 
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